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1.5" AASHTO NO. 8 ASPHALT/PERVIOUS AGGREGATE RESERVOIR
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CLASS PE TYPE |
GEOTEXTILE FILTER FABRIC
2" SAND OR AASHIQ #57 (SEE NOTE 1)
FILTER COURSE
(SEE NOTE 7) UNCOMPACTED NATIVE SOIL
(PERMEABILITY > 0.5 IN/HR)
POROUS ASPHALT PERVIOUS CONCRETE MINIMUM RESERVOIR
TYPE OF TRAFFIC COMPACTED THICKNESS THICKNESS LAYER THICKNESS
SIDEWALK. HIKER-BIKER TRAIL 3" 5" 8"
PASSENGER VEHICLES ONLY 4" 6" 8"
PASSENGER AND LIGHT TRUCKS 5" 6" 8"
TRUCKS (ADTT < 10) NOT APPROPRIATE 8" 12"
NOTES

REFER TO SPECIAL PROVISION 904 OPEN GRADED FRICTION COURSE FOR POROUS ASPHALT.
REFER TO SPECIAL PROVISION 902 PERVIOUS CONCRETE.

RESERVOIR LAYER THICKNESS SHALL BE DESIGNED TO MEET HYDRAULIC EVENT REQUIREMENTS.
USE FILTER COURSE AS DIRECTED ELSEWHERE IN THE CONTRACT.

USE FILTER FABRIC AS DIRECTED ELSEWHERE I[N THE CONTRACT.
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387.11-01. 387.12., 387.21, AND 387.21-01.
7. OR AS DIRECTED ON THE PLAN OR BY THE ENGINEER.

USE LONGITUDINAL UNDERDRAIN AS DIRECTED ELSEWHERE IN THE CONTRACT. REFER TO STANDARD NOS. MD 387.11,
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